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INTRODUCTION

This section provides description and operation of the airplane and
its systems. Some equipment described herein is optional and may not
be installed in the airplane. Refer to Section 9, Supplements, for details
of other optional systems and equipment. h

AIRFRAME

The construction of the fuselage is a conventional formed sheet metal
bulkhead, stringer, and skin design referred to as semi-monocoque.
Major items of structure are the front and rear carry-through spars to
which the wings are attached, a bulkhead and forgings for main landing
gear attachment at the base of the rear doorposts, and a bulkhead with
attaching plates at the base of the forward doorposts for the lower attach-
ment of the wing struts. Four engine mount stringers are also attached
to the forward doorposts and extend forward to the firewall.

The externally braced wings, containing the fuel tanks, are con-
structed of a front and rear spar with formed sheet metal ribs, doublers,
and stringers. The entire structure is covered with aluminum skin.
The front spars are equipped with wing-to-fuselage and wing-to-strut
attach fittings. The aft spars are equipped with wing-to-fuselage at-
tach fittings, and are partial-span spars. Conventional hinged ailerons
and single-slot type flaps are attached to the trailing edge of the
wings. The ailerons are constructed of a forward spar containing a
balance weight, formed sheet metal ribs and “V” type corrugated alum-
inum skin joined together at the trailing edge. The flaps are construct-
ed basically the same as the ailerons, with the exception of the balance
weight and the addition of a formed sheet metal leading edge section.

The empennage (tail assembly) consists of a conventional vertical
stabilizer, rudder, horizontal stabilizer, and elevator. The vertical
stabilizer consists of a spar, formed sheet metal ribs and reinforcements,
a wrap-around skin panel, formed leading edge skin, and a dorsal. The
rudder is constructed of a formed leading edge skin containing hinge halves,
a center wrap-around skin panel, ribs, an aft wrap-around skin panel
which is joined at the trailing edge of the rudder by a filler strip, and a
ground adjustable trim tab at the base of the trailing edge. The top of
the rudder incorporates a leading edge extension which contains a balance
weight. The horizontal stabilizer is constructed of a forward and aft spar,
ribs and stiffeners, center, left, and right wrap-around skin panels, and
formed leading edge skins. The horizontal stabilizer also contains the
elevator trim tab actuator. Construction of the elevator consists of form-
ed leading edge skins, a forward spar, aft channel, ribs, torque tube and
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AILERON CONTROL SYSTEM

Figure 7-1. Flight Control and Trim Systems (Sheet 1 of 2)
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ELEVATOR CONTROL SYSTEM

ELEVATOR TRIM
CONTROL SYSTEM

Figure 7-1. Flight Control and Trim Systems (Sheet 2 of 2)
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Figure 7-2. Instrument Panel (Sheet 1 of 2)
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Figure 7-2.
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bellcrank, left upper and lower '"V' type corrugated skins, and right upper
and lower "V" type corrugated skins incorporating a trailing edge cut-out
for the trim tab., The elevator trim tab consists of a spar, rib, and upper
and lower "V type corrugated skins. The leading edge of both left and
right elevator tips incorporate extensions which contain balance weights.

FLIGHT CONTROLS

The airplane's flight control system consists of conventional aileron,
rudder, and elevator control surfaces (see figure 7-1). The control sur-
faces are manually operated through mechanical linkage using a control

wheel for the ailerons and elevator, and rudder/brake pedals for the rud-
der. .

TRIM SYSTEM

A manually-operated elevator trim system is provided; a rudder
trim system may also be installed (see figure 7-1). Elevator trimming
is accomplished through the elevator trim tab by utilizing the vertical-
ly mounted trim control wheel. Forward rotation of the trim wheel will
trim nose-down; conversely, aft rotation will trim nose-up. Rudder
trimming is accomplished through a bungee connected to the rudder
control system and a trim lever, mounted on the control pedestal.
Rudder trimming is accomplished by lifting the trim lever up to clear a
detent, then moving it either left or right to the desired trim position.
Moving the trim lever to the right will trim the airplane nose-right;
conversely, moving the lever to the left will trim the airplane nose-left.

INSTRUMENT PANEL

The instrument panel (see figure 7-2) is designed around the basic
“T”configuration. The gyros are located immediately in front of the
pilot, and arranged vertically over the control column. The airspeed
indicator and altimeter are located to the left and right of the gyros,
respectively. The remainder of the flight instruments are located
around the basic “T”. Engine instruments and fuel quantity indicators
are near the left edge of the panel. Avionics equipment is stacked
approximately on the centerline of the panel, with the right side of the
panel containing space for additional instruments and avionics equip-
ment. A subpanel under the primary instrument panel contains the
primer, master and ignition switches, circuit breakers, and electrical
switches on the left side, with the engine controls, light intensity con-
trols, and alternate static air control in the center, over the control
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pedestal. The right side of the subpanel contains the wing flap switch
lever and position indicator, cabin heat and vent controls, cigar lighter,
and map compartment. A pedestal, installed below the subpanel, con-
tains the elevator trim control wheel and position indicator, and pro-
vides a bracket for the microphone. A rudder trim control lever may
be installed below the trim wheel and microphone bracket, and the fuel
selector valve handle is located at the base of the pedestal. A parking
brake handle is mounted below the subpanel in front of the pilot.

For details concerning the instruments, switches, circuit breakers,
and controls on this panel, refer in this section to the description of the
systems to which these items are related.

GROUND CONTROL

Effective ground control while taxiing is accomplished through nose
wheel steering by using the rudder pedals; left rudder pedal to steer left
and right rudder pedal to steer right. When a rudder pedal is depressed,
a spring-loaded steering bungee (which is connected to the nose gear and
to the rudder bars) will turn the nose wheel through an arc of approxi-
mately 10° each side of center. By applying either left or right brake,
the degree of turn may be increased up to 30° each side of center.

-Moving the airplane by hand is most easily accomplished by attaching
a tow bar to the nose gear strut. If a tow bar is not available, or pushing
is required, use the wing struts as push points. Do not use the vertical
or horizontal surfaces to move the airplane. If the airplane is to be towed
by vehicle, never turn the nose wheel more than 30° either side of center
or structural damage to the nose gear could result.

The minimum turning radius of the airplane, using differential brak-
ing and nose wheel steering during taxi, is approximately 27 feet 5 1/2
inches. To obtain a minimum radius turn during ground handling, the
airplane may be rotated around either main landing gear by pressing down
on a tailcone bulkhead just forward of the horizontal stabilizer to raise the
nose wheel off the ground.

WING FLAP SYSTEM

_ The wing flaps are of the single-slot type (see figure 7-3), and are
extended or retracted by positioning the wing flap switch lever on the
instrument panel to the desired flap deflection position. The switch
lever is moved up or down in a slotted panel that provides mechanical
stops at the 10° and 20° positions. For flap settings greater than 10°,
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Figure 7-3. Wing Flap System

move the switch lever to the right to clear the stop and position it as
desired. A scale and pointer on the left side of the switch lever indi-
cates flap travel in degrees. The wing flap system circuit is protected
by a 15 ampere circuit breaker, labeled FLAP, on the left side of the
instrument panel.

LANDING GEAR SYSTEM

The landing gear is of the tricycle type with a steerable nose wheel,
two main wheels, and wheel fairings. Shock absorption is provided by
the tubular spring-steel main landing gear struts and the air/oil nose gear
shock strut. Each main gear wheel is equipped with a hydraulically actu-
ated disc-type brake on the inboard side of each wheel, and an aero-
dynamic fairing over each brake.

BAGGAGE COMPARTMENT

The baggage compartment consists of two areas, one extending from
the back of the rear passenger seats to the aft cabin bulkhead, and an
additional area aft of the bulkhead. Access to both baggage areas is gain-
ed through a lockable baggage door on the left side of the airplane, or from
within the airplane cabin. A baggage net with eight tie-down straps is pro-
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vided for securing baggage and is attached by tying the straps to tie-down
rings provided in the airplane. When loading the airplane, children should
not be placed or permitted in the baggage compartment, unless a child's
seat is installed, and any material that might be hazardous to the airplane
or occupants should not be placed anywhere in the airplane. For baggage
area and door dimensions, refer to Section 6.

SEATS

The seating arrangement consists of two separate adjustable seats for
the pilot and front passenger, a split-backed fixed seat in the rear, and a
child's seat (if installed) aft of the rear seats. The pilot's and front pas-
senger's seats are available in two-different designs: four-way and six-
way adjustable.

Four-way seats may be moved forward or aft, and the seat back angle
changed. To position either seat, lift the tubular handle under the center
of the seat, slide the seat into position, release the handle, and check that
the seat is locked in place. The seat back is spring-loaded to the vertical
position. To adjust its position, lift the lever under the right front corner
of the seat, reposition the back, release the lever, and check that the back
is locked in place. The seat backs will also fold full forward.

The six-way seats may be moved forward or aft, adjusted for height,
and the seat back angle is infinitely adjustable. Position the seat by lift-
ing the tubular handle, under the center of the seat bottom, and slide the
seat into position; then release the lever and check that the seat is locked
in place. Raise or lower the seat by rotating a large crank under the right
corner of the left seat and the left corner of the right seat. Seat back
angle is adjustable by rotating a small crank under the left corner of the
left seat and the right corner of the right seat. The seat bottom angle will
change as the seat back angle changes, providing proper support. The
seat backs will also fold full forward.

The rear passenger's seats consist of a fixed one-piece seat bottom
with individually adjustable seat backs. Two adjustment levers, under
the left and right corners of the seat bottom, are used to adjust the angle
of the respective seat backs. To adjust either seat back, lift the adjust-
ment lever and reposition the back. The seat backs are spring-loaded to
the vertical position.

" A child's seat may be installed aft of the rear passenger seats, and
is held in place by two brackets mounted on the floorboard. The seat is
designed to swing upward into a stowed position against the aft cabin bulk-
head when not in use. To stow the seat, rotate the seat bottom up and aft
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